
THE	PEELING	PROCESS
To achieve a cost-effective peeling process of 
potatoes, carrots and other root crops, it is 
important to reduce peeling losses and mini-
mize water consumption. The peeling process 
impacts product quality which is improved by 
uniform peeling over the entire potato surface.

OuR	TECHNOLOGY
The PPM Technologies APS (Abrasive Peeling System) 
achieves effi cient peeling by using eight high speed 
abrasive rollers. Product is fed through the peeler 
via a screw conveyor. The peeling time and peeling 
loss are controlled by adjusting the speed of the 
feeding screw. 

The high speed of the rollers and the adjustable individual 
roller speeds result in effi cient and uniform peeling. The high 
speed operation reduces water consumption. And, the design 
is self-cleaning as peel and dirt are thrown to the side walls 
of the peeler. Peel and dirt can then be collected in a tray 
located under the rollers. 

The abrasive rollers are coated with a long-lasting, hard material 
based on aluminum oxide and zirconium oxide manufactured in 
a similar was as industrial diamonds. Rollers are easily accessible 
and can be recoated improving overall maintenance costs.

For fresh potatoes or use as a deskinner after a steam peeler, 
the APS can be supplied with nylon brushes. And, sanitation 
is easy with the stainless steel design and removable panels.

LOW	WATER	CONSuMPTION
•   High speed of rollers requires less water 

IMPROVE	PRODuCT	YIELD
• Effi cient peeling due to independent 

roller speeds

• Peeling loss minimized with adjustable 
peeling time

EASY	MAINTENANCE
• Long lasting abrasive coating on rollers

• Central lubrication for system

• Fewer moving parts compared to 
conventional peelers

APS 
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	 	 Length	 Length	 Power	 Power	
Model

	 (A)	 (B)	 Roller	Drive	 Feeding	Screw	

AP M2002-HS-SS 2215mm 3125mm 4kw 0.37kw 
  7'-3" 10'-3" 

AP M3003-HS-SS 3015mm 3925mm 4kw 0.37kw 
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SPECIFICATIONS
CONSTRuCTION:
Stainless Steel or painted mild steel

1020

1322


